Elementy zasilaczy hydraulicznych

Wodne chtodnice oleju - wykonanie TAK

TAK - typ "1-obiegowy"
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typ typ
C E Q R U G L | C E Q R U G L |
TAK-505-1W | 187 66 G 3/4” - 83 | 63,5 89 TAK-714-1W | 435 | 103 | G1/4” |G 11/4” - 103 | 76 127
TAK-508-1W | 263 | 82 G 3/4” - 83 | 635| 89 TAK-718-1W | 537 | 103 | G1/4” |G11/4"| - 103 | 76 | 127
TAK-510-1W | 314 | 82 G 3/4” - 83 | 635| 89 TAK-724-1W | 689 | 103 | G1/4” |G11/4"| - 103 | 76 | 127
TAK-512-1W | 365 82 G 3/4” - 83 | 63,5 89 TAK-736-1W | 994 | 103 | G1/4” |G 11/4” - 103 76 127
TAK-514-1W | 416 82 G 3/4” - 83 | 63,5 89 TAK-1012-1W | 389 | 116 | G1/4” (G 1 1/2” - 116 | 102 | 165
TAK-518-1W | 517 | 82 G 3/4” - 83 | 635| 89 TAK-1014-1W | 440 | 116 | G1/4” |G 11/2"| - 116 | 102 | 165
TAK-524-1W | 670 | 82 G 3/4” - 83 | 635| 89 TAK-1018-1W | 541 | 116 | G1/4” |G 11/2"| - 116 | 102 | 165
TAK-536-1W | 975 82 G 3/4” - 83 | 63,5 89 TAK-1024-1W | 694 | 116 | G1/4” |G 11/2” - 116 | 102 | 165
TAK-708-1W | 283 | 103 | G1/4” (G 11/4” - 103 | 76 127 TAK-1036-1W | 999 | 116 | G1/4” (G 1 1/2” - 116 | 102 | 165
TAK-712-1W | 385 | 103 | G1/4” | G11/4"| - 103 | 76 | 127 TAK-1048-1W | 1303| 116 | G1/4” |G 11/2"| - 116 | 102 | 165
TAK - typ "2-obiegowy"
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typ typ
C E Q R U G L | C E Q R U G L |
TAK-505-2W | 187 83 - G 3/8” 28 85 | 63,5| 89 TAK-714-2W | 411 91 - G1” 41 95 76 127
TAK-508-2W | 265 83 - G 3/8” 28 85 | 63,5 89 TAK-718-2W | 513 91 - G1 41 95 76 127
TAK-510-2W | 314 | 83 = G 3/8” 28 85 | 635| 89 TAK-724-2W | 665 91 - G1 41 95 76 127
TAK-512-2W | 365 | 83 - G 3/8” 28 85 | 635 89 TAK-736-2W | 995 [ 91 - G1” 41 95 76 | 127
TAK-514-2W | 416 | 83 - G 3/8” 28 85 | 63,5| 89 TAK-1012-2W | 369 | 113 | G1/4” [G11/4”| 60 | 110 | 102 | 165
TAK-518-2W | 517 83 - G 3/8” 28 85 | 63,5 89 TAK-1014-2W | 420 | 113 | G1/4” [G11/4”| 60 110 | 102 | 165
TAK-524-2W | 672 83 = G 3/8” 28 85 | 635| 89 TAK-1018-2W | 522 | 113 | G1/4” (G 1 1/4”| 60 110 | 102 | 165
TAK-536-2W | 976 | 83 - G 3/8” 28 85 | 635 89 TAK-1024-2W | 674 | 113 | G1/4” [G11/4”| 60 | 110 | 102 | 165
TAK-708-2W | 258 91 - G1” 41 95 76 127 TAK-1036-2W | 979 | 113 | G1/4” (G 11/4”| 60 110 | 102 | 165
TAK-712-2W | 360 91 - G1” 41 95 76 127 TAK-1048-2W | 1284 | 113 | G1/4” [G11/4”| 60 110 | 102 | 165

14




