ZVS-TDT-Viewer v-3;

DATE:24-0c¢t-02 12:50:26

OBJECT 391828

NAME : HF
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, zul. Radialverlagerungen ("Kr)
0 Massenfraegheitsmoment = 0.257825 RQE allowable radial displacements (“Kr)| Drehmoment / Torgue 0
Mass moment of inertia = 0.257825 kgm - /ahnkranz / spider 95 Sh A
bei n = 1500 min
0= 1500 rpm Tk = 2400 Nm
o ’ Tymay = 4800 N L
“Kr= 2.93 mm

Schraubenanzugsmoment (6) M16x40 DIN 912-12.9  T,= 295 Nm

E screw tightening torque (6) M16x40 DIN 912-12.9  T,= 295 Nm E
Oberflaechenguete nach DIN SO 1302 Reihe 2 Schutzvermerk nach DIN 34 beachten
Surface quality acc. to DIN IS0 1302 Lline 2 Note protection mark acc. to DIN 34
Allgemeintoleranzen nach DIN IS0 2768 - mH Masstab 2.5 Format D\N‘ A3 [ ]
General tolerances acc. to DIN IS0 2768- Scale . Size
ROTEX 90  Ausf. 3-L=250 ZI (TR-fupplungstecimic
hust KIR "o
g~ D-48407 Rheine F
gezeichnet |Werkstoff Teilnummer Kz Lfd.-Nr. Index
F drawn Material Part number Current number Change

Passfedernuten nach DIN 6885 BL. 1-JS9 Pahum23.10.02] DN M| 391828 | 1
keyways acc. fo DIN 6885 sheet 1-JS9  [wame| HF | G 50.312
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